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NEW FLEX OVERMOLD PER DOR 19-SQ104238JS11-02-20

MICRO-CON-X

CABLE ASSEMBLY
(2-3) #20 SOCKET CONTACTS
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NOTES:
FINISHED CABLE ASSEMBLY TO BE COILED1.
OVERMOLD BOOT MATERIAL: PVC, BLACK2.
ELECTRICAL TEST: 100% CONTINUITY3.
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P/N: CA162802SXXX90
FACE VIEW

2 1

COUPLING RING

BLUNT CUT

300 V

CABLE
20 AWG CONDUCTORS
JACKET: PVC, BLACK

O-RING

STRAIGHT FLEX OVERMOLDED
CABLE CONNECTOR, FEMALE
MAT'L: THERMOPLASTIC
(2-3) #20 SOCKET CONTACTS
MAT'L: GOLD PLATED COPPER ALLOY
CXA #16280-XSG

MAT'L: THERMOPLASTIC

 "X" DIM. 

2.03

51.6

REF.

ASS'Y P/N NO. OF POSITION "X" DIM.

CA162802S07990 2 POS.
6 FT. 7 IN.  2 IN. [2M]

CA162803S07990 3 POS.
CA16280XSXXX90

CABLE LENGTH IN "INCHES"

NO OF POSITIONS
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