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NOTES:
1.  POSITION NUMBERS SHOW 1, 2, 3, --- IN WIRE VIEW ARE FOR CABLE CONNECTORS
2.  POSITION NUMBERS SHOW (1), (2), (3), --- IN WIRE VIEW ARE FOR PANEL CONNECTORS

WIRE VIEWS
SEE NOTOES 1 & 2

B HOLE PATTERNS 7, 8, AND 9 UPDATED TO REPRESENT ACTUAL

06-12-12

F 12-19-19MA

HOLE PATTERN PER ECR 3764JJL 09-20-00

C CREATED SHEET 2, CORRECTED DRAWING PER ECR 409205-02-01AN

D ADDED NOTES AND SHEET 3 PER DOR 04-E149JC AND ECR 6107AN 03-14-06

ADDED #5-20 PANEL WIRE VIEW PER ECR 8176ANE

ADDED 10, 11, 12 - #20 POS & MIXED POWER SIGNAL HOLE 
PATTERNS. REDRAWN IN SLW PER DOR 19-E149SL-18

CREATED DRAWING PER DOR 98-5081KNAL 04-27-99

F

CXA

HOLE PATTERNS

MULTI CON-X
 

NTS

HPMUSTDSLWHPMUSTD

04-27-99AL

REV

TITLE:

DESCRIPTION

SHEETSIZE

PART
NUMBER:

DIRECTORY:

CUSTOMER:

DATEINIT.REV.

APPROVED BY:

CHECKED BY:

SCALE

ORIG. DRAWN BY:      DATE:

601 E. WILDWOOD VILLA PARK, IL 60181

B

H
PM

U
ST

D
N

U
M

B
ER

:
P

A
R

T

A

ALL INFORMATION ILLUSTRATED IS

INCHES, FRACTION OF INCHES
ALL UNITS ARE IN FEET,

FLAG PER SPEC. XXXX

AND DECIMALS.

THIS DOCUMENT IS PROHIBITED.
DUPLICATION OR DISTRIBUTION OF
CORPORATION."  UNAUTHORIZED

THE PROPERTY OF "CONXALL

= CRITICAL CHARACTERISTIC

C
U

ST
O

M
ER

 P
R
IN

T

DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS UNLESS INDICATED
1 OF 1

FILE:

SEE 12-POS PATTERN

(1)

.0395 ±.001 REF.

CL

(3)

(7) (6)

PC TAIL DIA. 
10-#20 PANEL

(10)

.0395 ±.001 REF.
PC TAIL DIA.

4-#20

(1)
4

1
(4)

(3)
2

3
(2)

 .091 

 .076 

 .074 

 .052 

SEE 12-POS PATTERN

13

6 7

CRIMP/SOLDER ONLY
10-#20 CABLE

10

.057 ±.001 REF.

4-#12
PC TAIL DIA.

(1)
41

(4)

(3)
2 3

(2)

 .100 

 .098  .098 

3
(5)

(4)
4 5

(3)

(2)
6

9-#20
PC TAIL DIA.

.0395 ±.001 REF.

9
(9)

8
(8)

1
(7)

2
(6)

7
(1) .106 

 .075 

 .045 

 .106 

 .106 

 .150 

 .150 

(2)

2

(3)
3

1
(1)

3-#12
PC TAIL DIA.

.057 ±.001 REF.

 .095 

 .055 

 .110 

SEE 6 POS PATTERN

1

2

3 4

CRIMP/SOLDER ONLY
5-#20 CABLE

5

(4)
4

(3)
5

(2)
6

(1)
7

PC TAIL DIA.
.0395 ±.001 REF.

SEE 9 POS PATTERN

1
(7)

2
(6)

3
(5)

8-#20

8
(8)

(5)
3

(4)
4 (3)

5

(2)
6

PC TAIL DIA.
.0395 ±.001 REF.

SEE 9 POS PATTERN

1
(7)
2

(6)

7-#20

7
(1)


