SENSOR-LINK
MINI-MIZER” “C” Size

MOLDED CONNECTOR ASSEMBLIES

STRAIGHT INLINE SINGLE ENDED STRAIGHT SINGLE ENDED

Overall Straight Straight Straight Straight
Length Male Female 90° Male 90° Female Inline Male Inline Female

Inches Single Ended Single Ended Single Ended Single Ended Single Ended Single Ended

36 169P36 169536 189P36 189536 199P36 199536

TA 72 169P72 169572 189P72 189572 199P72 199572

600V 144 169P144 1695144 189P144 1895144 199P144 1995144

Custom 169PX XXX 169SX A XX 18IPX XXX 189SHXXX 199PXOCCK T199SX XXX

— 36 1610P36 1610536 1810P36 1810536 1910P36 1910836
© @ @ TA 72 1610P72 1610872 1810P72 1810872 1910P72 1910872
Q@@@®®® 600V 144 1610P144 16105144 1810P144 18105144 1910P144 19105144
Custom 1610PXXXX 1610SXXXX 1810PXXXX 1810SXXXX 19T0PXXXX 1910SXXXX

36 1612P36 1612536 1812P36 1812836 1912P36 1912836

TA 72 1612P72 1612572 1812F72 1812872 1912P72 1912872

600V 144 1612P144 16125144 1812P144 18125144 1912P144 19125144
Custom 1612PXXXX 16128XXXX 1812PXXXX 18128 XXXX 1912PXXXX 19128 XXXX

36 1619P36 1619536 1819P36 1819836 1919P36 1919836

5A 72 1619F72 1619572 1819F72 1819872 1919F72 1919872

600V 144 1619P144 16195144 1819P144 18195144 1919P 144 19195144
Custom 1619PXXXX 16198 XXXX 1819PXXXX 18198 XXXX 1919PXXXX 19198 XXXX

XXXX - Indicates “overall length / lead length” in inches.
For mechanical, electrical and wiring sequence see pages 13-15.
907 assemblies have key position at 12 o'clock.
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EXTERNAL THREAD TYPICAL KNOCKOUT
RECEPTACLE

STRAIGHT DOUBLE ENDED

_._‘ l|||

ENGTH -

INTERNAL THREAD TYPICAL KNOCKOUT
RECEPTACLE

THREADED ADAPTER

Externally Threaded Externally Threaded

Receptacle Receptacle Inwhﬂ:nlylr]::;ﬂgad“ lmg;‘nnﬂs:]{::;:““ Straight Strailghl Straight Eltensinr} Set Extension Slnt
Male Female Male Famale Male /Male Female /Female Male /Female  Inline Male/Female Inline Female/Male
12 Inch Leads 12 Inch Leads 12 Inch Leads 12 Inch Leads Double Ended Double Ended Double Ended Double Ended Double Ended
569POP36 56959536 569P9536 519P9536 51959P36
179P12 179512 179PN12 179SN12 569P9P72 56959572 569P9S572 519P9S72 51959P72
569PIP144 569595144 569P9S144 519P9S5144 51959P144
T79PXXX 179SXXX TTIPNXXX T79SNXXX SE9PIPX XXX 5B9SISXXXX 5B9PAS XXX 519PASXXXX 51959PX XXX
5610P10P36 5610510536 5610P10536 5110P10536 5110S10P36
1710P12 1710812 1710PN12 1710SN12 5610P10P72 5610510572 5610P10572 5110P10S72 5110S10P72
5610P10P144 56105105144 5610P105144 5110P105144 5110510P144
1710PXXX 17108 XXX T7TT0PNXXX 1710SNXXX  5610PT0PXXXX  5610510SXXXX  5610P10SXXXX  5110PT0SXXXX  5110S10PXXXX
5612P12P36 5612512536 5612P12536 5112P12S36 5112512P36
1712P12 1712812 1712PN12 17125N12 5612P12P72 5612512572 5612P12572 5112P12572 5112512P72
5612P12P144 56125125144 5612P125144 5112P125144 5112512P144
1712PXXX 17128 XXX 1712PNXXX 17128NXXX  5612P12PXXXX  B612512SXXXX  5612P125XXXX 5112P12SXXXX  5112512PXXXX
5619P19P36 5619519536 5619P19536 5119P19536 5119S19P36
1719P12 1719812 1719PN12 1719SN12 5619P19P72 5619519572 56719P18572 ~ 5119P19572 5119S19P72
5619P19P144 56195195144 5619P195144 B119P795144 5119519P144
T719PXXX 17198 XXX T719PNXXX T719SNXXX  BB19P19PXXXX  56195195XXXX  5619PT98XXXX WJQ‘SXXXX 571195 19PXXXX

XXXX — Indicates “overall length / lead length” in inches.
For mechanical, electrical and wiring sequence see pages 13-15
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srosucrune  MINFMIZER™ SPECIFICATIONS

ELECTRICAL RATING:
VOLTAGE: 600V (NON-LED ASSEMBLIES)
120V (LED ASSEMBLIES)

CABLE ASSEMBLIES:

COUPLING NUT: Anodized Aluminum (Optional Nylon
and Stainless Steel) Consult Factory

CONTACTS: Copper Alloy, Gold-plated
INSERT: Polyurethane (“A"” Size)
PVC (“C" Size)
MOLDED HEADS: PVC or PUR per Cable Jacket Material

CABLE: 16 AWG: PVC Insulated, Fine Stranded

Copper Conductors, Yellow Oil Resistant
PVC Jacketed
600V, STO, 105°C.
18 AWG, 300V, 105°C for Y-splitter & Dual
Connector with Cable
UL Recognized, CSA Certified

PANEL MOUNT ASSEMBLIES:

SHELLS:  Anodized Aluminum (Optional Nylon ' /
and Stainless Steel) Consult Factory S

CONTACTS: Copper Alloy, Gold-plated

INSERTS: Ethylene Propylene
Thermoplastic Rubber
“Santoprene”

WIRE: 16 AWG PVC Insulated, 600V
UL Recognized, CSA Certified

ENVIRONMENTAL:
PROTECTION: NEMA 6P, IP67 & IP68
OPERATING
AMBIENT:  -20° to 80°C
CERTIFICATIONS:
UL: UL Recognized, File No. E150822
CSA:  CSA Certified, FILE No. 181200

EMI/RFI SHIELDING:
Meets or Exceeds IEC Directives:
IEC 1000-4-2 ESD, 5KV to 15KV in 2.6KV Steps
IEC 1000-4-3  RFIl Immunity, 10V/m
IEC 1000-4-4 Fast Transient, 2K
IEC 1000-4-5 Surge, DC Immunity, 3.1KV
EN50141 Induced RF Immunity, 10V/m
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